[image: image1.jpg]Class | — Earth Bond Test

Test probe is Tester's earth lead KT64 set to
connected to the is connected to the continuity range
earthed chassis of terminal marked ‘E'.

the appliance

Pass limit is 0.1Q + the

resistance of the supply cord
itself





[image: image2.jpg]Insulation Class 1

The brown test lead is Tester's earth lead
connected to the is connected to the
terminal marked ‘L-N’ terminal marked

€.

Pass limit is 1 MQ

Select Insulation
and the ‘F4’ key
is set to either
500V or 250V





[image: image3.jpg]Insulation Class Il

Connect Green lead ~ Brown test lead is
to any external metal  connected to the
parts terminal marked L - N

Select Insulation
and the ‘F4’ key is
set to either 500V
or 250V

Pass limitis 2 MQ





[image: image4.jpg]Extension lead testing - Earth Bond

Extension leads are
tested according to
class | appliances

The pass rate is 0.1 ohm plus
the resistance that correspond
to the test lead itself — see the
last slide

NB: The extension reel

should be fully unwound to

conduct this test.

Tester's earth lead KT64 set to
connected to the :zxﬁﬁ::ﬁ;gxgé hg Loty ange
earth pin of the ‘ .

Kewcheck R2 0

marked
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[image: image5.jpg]Extension lead testing - Insulation

Extension leads are
tested according to
class | appliances

The pass limit is greater than
1MQ. Extension leads in good
order may display >1999M(

The brown test lead Tester's earth lead Select Insulation
is connected to the is connected to the and the ‘F4" key is
terminal marked ‘L terminal marked ‘E'". set to 500V

-N
o (€]





